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In powder metallurgy, dry mechanical milling process is an
effective technique employed in the reduction of solid materials
into the desired size in the fabrication of materials or components
from metal powders for various applications. However, the milling
operation introduces changes in the size and shape as well as the
elemental or chemical composition of the milled substance. These
changes introduced after milling requires critical analyses as the
performance and efficiency of fabricated components depend so
much on the size, shape and chemical composition of the powders.
In this data, the effects of vibratory disc milling on the morpho-
logical transformation and elemental composition of titanium
alloy powder were observed and analyzed by Scanning Electron
Microscopy (SEM) and Energy Dispersive Spectroscopy (EDS). The
as received titanium alloy powder was subjected to dry mechan-
ical milling machine rated 380V/50Hz at 940 rpm. Milling time of
2, 4, 6, 8 and 10 mins were adopted in this data collection. SEM and
EDS analyses revealed that milling transformed the spherical
shaped powders into plate-like shapes. This deformation in the
shape of the powder increased with increase in milling time. Also,.S. Ogbonna).
evier Inc. This is an open access article under the CC BY license (http://
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milling time were ch
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Data format Raw and analyzed
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vibratory disc millin
Experimental features The powders collect
analyzed by SEM mi
Data source location University of Johann
Data accessibility Data is with this arti
Value of the data
 The data give an idea of the mechanism of def
 These data are useful for manufacturers of par
 The data give an insight of milling time that m
 These data are relevant to researchers dealingthe oxygen content of the powder fluctuated as the milling time
increased.
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owder was milled by digital vibratory disc milling machine, Model 2MZ-
ing time of 0, 2, 4, 6, 8 and 10 minutes. The powders obtained after each
aracterized by scanning electron microscopy (SEM), Tescan VEGA 3 LMH
energy dispersive spectroscopy (EDS) operated by oxford software.
atment of the powder. It was then milled at 0, 2, 4, 6, 8 and 10 mins with
g machine.
ed at each milling interval together with the as received powder were
crograph equipped with EDS operated by oxford software.
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ormation involved in mechanical milling of metal alloy [1,2].
ticle reinforced composite materials.
ight be adopted depending on the desired particle size.
with metal powders for further studies on mechanical milling operations.1. Data
The data presented here are the scanning electron microscopic (SEM) images and energy dispersive
spectroscopy (EDS) of titanium alloy powder presented in Figs. 3 and 4 milled by digital vibratory disc
milling machine as shown in Fig. 1 indicating the effect of milling time on the morphological trans-
formation and elemental composition as seen in Table 2.
2. Experimental design, materials and methods
The material used for this dataset is titanium alloy powder (Tie6Ale2Sne2Moe2Cr-0.25Si with
particle size of 45e90 mm) manufactured and supplied by TLS Technik GmbH & Co company, South
Africa. Mechanical milling of the powder was carried out on vibratory disc milling machine at 2 mi-
nutes intervals from 2 to 10 minutes. The disc milling machine is shown in Fig. 1.2.1. Experimental methodology
The milling operation was carried out on digital vibratory disc milling machine, Model 2MZ-200 at
different milling time of 0, 2, 4, 6, 8 and 10 minutes. Before milling, the milling chamber was washed
and cleaned with acetone to eliminate any contaminant. About 40 g of the powder was fed into the
milling chamber to keep the experiment running. The machine was stopped at every 2 minutes in-
tervals to set aside the milled powder. The specifications of the machine are presented in Table 1. The
Fig. 1. Double chambered vibratory.
Table 1
Vibratory disc milling machine specification [3].
Property Specification
Dimension 740  740  950 mm
Number of bowls 2
Capacity per bowl 200 g
Feed Size <15 mm
Motor 380V/50Hz, 1.5KW
Motor speed 940 rpm
Table 2
Elemental Compositions of the titanium alloy by EDS.
POWDER ELEMENT 0 mins
Unmilled (%)
2 mins
Milled (%)
4 mins
Milled (%)
6 mins
Milled (%)
8 mins
Milled (%)
10 mins
Milled (%)
Titanium alloy Titanium 76.7 81.5 76.3 70.1 66.3 88.8
Oxygen 16.3 12.1 16.7 14.9 15.1 3.4
Aluminum 4.9 3.3 4.7 3.8 3.3 5.6
Carbon e 0.9 e 7.6 12.2 e
Zirconium 1.2 1.1 1.3 1.2 1.0 1.5
Vanadium 0.3 0.4 0.3 e e 0.4
Molybdenium e e e 1.9 1.7 e
Silicon 0.6 0.6 0.6 0.5 0.4 0.3
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Fig. 2. Scanning Electron Microscopy Machine [3] disc milling machine.
O.S. Ogbonna et al. / Data in brief 25 (2019) 1041744powder obtained were then analyzed by scanning electron microscopy and energy dispersive
spectroscopy.2.2. Scanning electron microscope
Themorphological analysis was carried out with scanning electronmicroscopy, Tescan VEGA 3 LMH
type that is equipped with energy dispersive spectroscopy operated by oxford software as shown inFig. 3. SEM images for the (aþb) titanium powder grade: (a) unmilled e as received, (b) 2 mins milled, (c) 4 mins milled, (d) 6 mins
milled, (e) 8 mins milled, (f) 10 mins milled.
Fig. 4. (aef): Energy dispersive images of the milled titanium alloy: (a) unmilled, (b) 2 mins milled, (c) 4 mins milled, (d) 6 mins
milled, (e) 8 mins milled, (f) 10 mins milled.
O.S. Ogbonna et al. / Data in brief 25 (2019) 104174 5Fig. 2. A voltage of 20 KVwas selectedwith aworking distance of 15mmbetween the specimen and the
detector. The scanning electron microscopic images of the milled titanium powder are shown in
Fig. 3(aef).
From Fig. 3, the disc milling operation transformed the spherical titanium alloy powders into plate-
like shapes. This also reveals that the ductile nature of the powder.
2.3. Energy dispersive spectroscopy
Fig. 4(aef), show the elemental compositions of the titanium alloy powder as revealed by the EDS
images of the milled titanium powder. From the images, the following elements: titanium, oxygen,
carbon, aluminum, molybdenum, vanadium, zirconium and siliconwere observed. The variation of the
elements is presented in Table 2. All the elements showed different percentage content after each
milling time. It can be observed that the titanium as the base element of the alloy has the highest
percentage in all the cases. Among the alloying elements, silicon as can be observed from Table 2 was
themost stable followed by zirconium in terms of percentage variation. Oxygen elementwas present in
all the powder but there was fluctuation in its content with an increase in milling time.
O.S. Ogbonna et al. / Data in brief 25 (2019) 1041746Data Areas of Application.
i) Titanium alloy powder can be used in powder metallurgy for spark plasma sintering [2,4].
ii) Titanium alloy powder can also be utilized as reinforcement in composite fabrication [5].
iii) Nanoparticles of titanium can be used in the development of nano-lubricants to improve
tribological properties [6,7].
iv) It can also be applied in the improvement of coatings for automobile applications [8,9].
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